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  SPECIFICATIONS 

Model NumberModel NumberModel NumberModel Number    03904 

Minimum HeightMinimum HeightMinimum HeightMinimum Height    100 mm 

Maximum HeightMaximum HeightMaximum HeightMaximum Height    460 mm 

Lifting CapacityLifting CapacityLifting CapacityLifting Capacity    2.5 Tons 

WeightWeightWeightWeight    26 Kg 

  GETTING TO KNOW YOUR JACK 

  ASSEMBLY 

Prior to assembly please remove the clip attached to the handle socket (picture 1). 

This piece is there for shipping purposes only and is not part of the jack. 

Insert handle "a" into handle "b" and secure with screw. 

Please watch your fingers while performing this step, being careful not to get pinched. 

Fully unfasten the screw located in the Handle Socket to insert the assembled handle 

(picture 3). 

Line up the square hole located at the bottom of the handle over the square bolt in-

side the Handle Socket. Secure the handle in place by tightening the screw in the 

Handle Socket. 
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  PARTS LIST 

1 Upper Handle 24 Spring Washer 

2 Handle Grip 25 Bolt M8X20 

3 Bolt M6X35 26 Front Wheel Shaft 

4 Lower Handle 27 Connecting Rod 

5 Bolt  28 Connecting Shaft 

6 Internal Tooth Lock Washer 29 Pin for Connecting Shaft 

7 Flat Washer 30 Positioning Block 

8 Internal Tooth Lock Washer 31 Rubber Cover 

9 Bolt M8X20 32 Blocking Plate 

10 Nut M12 33 Bolt 

11 Dog Ear 34 Nut 

12 Caster Assembly 35 Connecting Rod 

13 Bolt 36 Nut 

14 Bolt M12X25 37 Shaft for Handle Yoke 

15 Internal Tooth Lock Washer 38 Handle Yoke 

16 Flat Washer 39 Power Unit Assembly (Ram) 

17 Side Handle 40 Return Spring 

18 Side Plate 41 Pin 4x40 

19 Nut M10 42 Circlip 

20 Nut M12 43 Connecting block 

21 Flat Washer 44 Lifting arm 

22 Ring for Front Wheel Shaft 45 Saddle 

23 Front Wheel 46 Shaft for Saddle 
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  EXPLODED DRAWING 
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  ASSEMBLY / OPERATING INSTRUCTIONS 

The owner and/or operator is responsible for providing maintenance, maintaining all 

decals or warning labels, and while in use, maintaining the unit in good working order. 

If the owner and/or operator is not fluent in English, the product warnings and instruc-

tions should be read and discussed with the operator in the operator's native lan-

guage by the purchaser/owner or his designee. Make sure that the operator compre-

hends its contents. Safety information shall be emphasized and understood prior to 

usage. The jack shall be inspected per the instruction manual prior to use. 

It is the owner and/or operators responsibility to study all WARNINGS, operating, and 

maintenance instructions contained on the product label and instruction manual prior 

to operation of this unit, The owner/operators shall retain product instructions for future 

reference.  

 

Raising Vehicle: 

1. Make sure the jack and vehicle are on a hard level surface. 

2. Always set the vehicle parking brake and block the wheels 

3. Consult the vehicle owners manual to ascertain the location of jack points and po-

sition the jack beneath the prescribed lift point. 

4. Turn the release valve clockwise to the closed position. DO NOT OVER TIGHTEN! 

5. To raise the vehicle to designed height, place the handle into the socket and 

pump up and down. 

6. Place jack stands beneath the vehicle at locations recommended by the vehicle 

manufacturer. Do not get under the vehicle without jack stands. 

Jacks are not designed to maintain heavy loads for long periods of time. Do not at-

tempt to put jack stand simultaneously under both ends of vehicle or under one side 

of vehicle. 

7. Turn release valve SLOWLY counter-clockwise to lower load onto jack stands. 

 

Lowering Vehicle: 

1. Turn the release valve clockwise to the closed position. 

2. Pump the handle to lift vehicle off of jack stands. 

3. Remove the jack stands. Do not get under or let anyone else under the vehicle 

while lowering. 

4. Turn the release valve SLOWLY counter-clockwise to lower the vehicle onto the 

ground. 


